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Specification Hobnail

Fibre Construction 80% Polypropylene, 20% Polyamide
Colour Fastness: Light

(BS EN ISO 105: B02) >6

Colour Fastness: Wet Rubbing

(BS EN ISO 105: B0O1) 5

Colour Fastness: Dry Rubbing

(BS EN ISO 105: X12) 5

Flammability (BS5287)
Assessment & labelling of

Hobnail offers a striking cobbled textile floorcoverings tested to

. ) BS4790 (Hot Metal Nut Test) Low Radius of Char

surface structure in a variety of

COIC.)CL;F options :rtl)at.lcéjc.)mplements BS EN 13501:2002 Sheet: Euroclass C-s1

awl -e range o ) uilding types, Antistatic Suitable for use in computer rooms

locations and décor schemes. ]

. . . Formats Sheet Tile

With low installation and » i

maintenance costs, Hobnail is B.ac Ing — Bitumen

designed to withstand the most Size 2m & 4m 50 x 50cm

demanding environments. Weight 1,020gsm 4,020gsm
Thickness 7.20mm 8.00mm

Arabian Red Astra Blue Blueberry Charcoal

Cobalt Dove Grey Magenta Mercury Mulberry Onyx Pacific Blue Pebble
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Iron Duke has a flat finish and

is a cost-effective product which
cuts in any direction and is easy
to install and maintain. With
thermal properties to conserve
heat, Iron Duke is the perfect
choice for public sector and
commercial buildings.

Blue Moon Blueberry

Indigo Kingfisher
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Specification

Iron Duke

Fibre Construction

80% Polypropylene, 20% Polyamide

Colour Fastness: Light

(BS EN ISO 105: B02) >6
Colour Fastness: Wet Rubbing

(BS EN 1SO 105: BO1) 4-5
Colour Fastness: Dry Rubbing

(BS EN ISO 105: X12) 4-5

Flammability (BS5287)
Assessment & labelling of
textile floorcoverings tested to
BS4790 (Hot Metal Nut Test)

BS EN 13501:2002

Low Radius of Char

Sheet: Euroclass Cq—s1

Antistatic Suitable for use in computer rooms
Formats Sheet

Backing -

Size 2m & 4m

Weight 900gsm

Thickness 5.00mm

Amethyst

Claret Dove Grey

Lincoln Green Magenta

Anthracite Arabian Red

Forest Gre

Pebble Petrol Blue

Gingerbread

Blue Chip

Heather

Sapphire
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Specification Conqueror

Fibre Construction 100% Polypropylene
Colour Fastness: Light

(BS EN ISO 105: B02) 6

Colour Fastness: Wet Rubbing

(BS EN ISO 105: B0O1) 4-5

Colour Fastness: Dry Rubbing

(BS EN ISO 105: X12) 4-5

Flammability (BS5287)
Assessment & labelling of

. textile floorcoverings tested to
Conqueror has been specially

. BS4790 (Hot Metal Nut Test) Low Radius of Char
designed to meet the demands
of corridors, stairs and transition
areas where 't_ delivers h'_gh Antistatic Suitable for use in computer rooms
performance in challenging i

. Formats Sheet* Tile
environments. Conqueror has . )
enhanced acoustic properties Béc ing - Bitumen
which reduce noise pollution Size 2m & 4m 50 x 50cm
in a variety of busy education Weight 1,470gsm 4,470gsm
and commercial bu||d|ngs Thickness 9.00mm 10.00mm

*Ribbing runs down length of roll

Maintenance Tip
Protect your internal
carpets from outside

Blue Moon Blueberry Charcoal

soiling and moisture
with the use of an
entrance area carpet.

Indigo Kingfisher Steel Grey






